
Die-Cast Aluminum Exit Sign 

Illumination 
• Ultra bright, energy efficient, long life Red or Green

LEDs.
Electrical 

• Dual 120/277 voltage.
• Charge rate/power “ON” LED indicator light and push-

to-test switch for mandated code compliance testing.
• 4.8V long life maintenance-free, rechargeable NiCd

battery (EM models only).
• Internal solid-state transfer switch automatically

connects the internal battery to LED board for minimum
90-minute emergency illumination.

• Fully automatic solid-state, two rate charger initiates
battery charging to recharge a discharged battery in 24
hours.

• Aluminum mounting canopy included for top or end
mount.

• Universal knockout pattern on back plate for wall
mount.

Dimensions 

Options

:

Model No. of Faces Housing ColorLetter Color Options  

Ordering Information 
* Special voltage options available.
1 Available only with EM units. 
2 Available only with AC units.
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Face Panel 

1 Single Face W White (blank) SDT Self-Diagnostics 1
2 Double Face B Black EM Battery 

Backup

AC-Only
2C Dual Circuit

Operation 23 Universal 
Single/Double 
Face

A Aluminum

W White 

B Black 
A Aluminum

TP

USA

Tamper-Proof 

Assembled In USA

R Red

G Green
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